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Manufacturers of Electric Welded Steel Tube
IS0 9001: 2015 Certified by DQS Inc.

ROUNDS WEIGHT PER LINEAL FOOT RECTANGLE WEIGHT PER LINEAL FOOT

GAUGE| 18| 16| 15| 14| 13| 12| 11| 10 9 8 7 GAUGE, 18| 16| 15| 14| 13| 12| 11| 10| 9| 8 7

SIZE .049| 065| .072] .083 | .095| 109 120 | .34 | .148] .165 | .180 .049| .065| .072| 083 | .095| .109 | .120 | .134 | .148| .165 | .180

QUTSIDE DIAMETER SIZE g 31

840(/2'IPS) | 4139 5380 | .5906 | 6710 | .7558 | 8509 | .9227 [1.0103 55" x " 301 |.3845 | 466| 555

e 367 | 467 | 5214 | 591 84X 112" 384 | 4950 | 562 | 6118

Ig" 4323 | 5623 | .6175 | .7021 34" x 11" 717 1.9369 | 1.057 | 1.176 | 1.331 | 1.506 | 1.640

156" 4652 | 6060 | 6655 | .7579 XL 467 | 6055 | 679 .7528

i 4977 | 6491 | 7136 | 8129 | 9182 | 1.037 | 1.128 XY 550 |.7160 | 805 | 8940

1.050" (V4" IPS) | 5238 | 6838 | .7620 | .8572 | .9689 | 1.095 | 1.191 1 XY 034 8264 | 9051035 | 1169 | 1.321 | 1.435

16" 5306 | .6928 | .7617 | .8687 | .9821 | 1.111 | 1.209 14" x1" 717 1.9369 | 1.057 | 1.176 | 1.331 | 1.506 | 1.640

17" 5631|7359 | 8097 | 9237 | 1.045 | 1.183 | 1.288 112" X 3" 717 9369 | 1.057 | 1176 | 1.331 | 1.506 | 1.640

13/16" 5961 | .7796 | .8578 | 9795 | 1.709 | 1.256 | 1.369 11" x1" .800 | 1.047 | 1.182 | 1.317 | 1.492 | 1.692 | 1.844 | 2134

14" .6285 | .8226 | .9058 | 1.034 | 1.172 | 1.328 | 1.448 | 1.597 2" X" .8991 | 1.158 | 1.308 | 1.458 | 1.679 | 1.910 | 2.089 | 2.313

156" (1"PS) | 6615 | .8664 | .9543 | 1.000 | 1.236 | 1.402 | 1529 | 1.687 2'x1" 967 [1.260 | 1.434 | 1.500 | 1.815 | 2.062 | 2.252 | 2.489 | 3.057 | 3.306 | 3.35

1 9" 6939 | 9094 | 1.002 | 1.145 | 1.299 | 1.474 | 1.608 | 1.776 2" x11/4" 1.379 1740 | 1.976 | 2.247 | 2.456

17/6" 7269 | 9531 | 1.050 | 1.201 | 1.363 | 1.547 | 1.689 | 1.866 2'x11/2" 1133 [ 1.489 | 1.685 | 1.882 | 2.138 | 2.432 | 2.660 | 2.945 | 3.323 | 3.674 | 3.994

11" 7593 |1.9962 | 1.098 | 1.256 | 1.426 | 1.619 | 1.769 | 1.955 | 2,137 2"x21/" 147111900 | 218 |2.446 | 2.784 | 3.178 | 3.476 | 3.856 | 4.231 | 4.679

1%6" 7923 1.040 | 1147 | 1.312 | 1.489 | 1,693 | 1.849 | 2.045 | 2.237 24 x 1" 1.050 | 1.379 | 1550 | 1.740 | 1299 | 1.474 | 1608 | 1.776

155" 8248 1,083 | 1.194 | 1.367 | 1552 | 1.765 | 1.929 | 2134 | 2.335 212" x1" 1.133 | 1.480 | 1.685 | 1.882 | 2.138 | 2.432 | 2.660 | 2.945 | 3.323 | 3.674

1.660" (1'/4" IPS)| 8430 | 1.107 | 1.243 | 1.397 | 1588 | 1.806 | 1973 | 2.183 | 2.389 21211 | 1300 [1.711 | 1.937 | 2.164 | 2461 | 2803 | 3.05 | 3401 | 3727 | 4118 | 432

11116 -1.690" | 8577 | 1.127 | 1242 | 1.423 | 1.616 | 1.838 | 2.010 | 2.224 | 2.434 219 | 13741790 | 2.05|2.305 | 2602 | 2.989 | 3.272 | 3.628 | 3.978 | 4.308 | 4.761

139" 8902 | 1.170 | 1290 | 1.478 | 1679 | 1.910 | 2.089 | 2313 | 2532 | 2.793 3'x1" 1300 [1.711 | 1937 | 2.164 | 2.461 | 2803 | 3.05 | 3401 | 3.727 | 4118 | 432

118" 92311213 1338 | 1.534 | 1.743 | 1.984 | 2170 | 2.403 | 2,632 | 2.904 3'x1 12" 1471 [1.900 | 218 | 2.446 | 2.784 | 3.178 | 3.476 | 3.856 | 4.231 | 4679 | 5.067

17g" 9556 | 1.257 | 1.386 | 1.589 | 1.806 | 2.056 | 2.249 | 2492 | 2.730 | 3.013 | 3258 | [3"x2" 1635|2153 | 240 |2.728 | 3107 | 3544 | 390 | 4312 | 4734 | 5239 | 550

1.900"(1‘/2"|PS) .9686 | 1.274 | 1.386 | 1.610 | 1.831 | 2.085 | 2.281 | 2.527 | 2.769 | 3.057 | 3.306 3"x214" 1.798 2.62(3.010 | 3.430 | 3915 | 4292 | 4767 | 5.237 | 5.801 | 6.291

1 155" 9886 | 1.300 | 1.435 | 1.644 | 1.870 | 2129 | 2.330 | 2582 | 2829 | 3124 | 3.380 | |3'/"x1 12" | 1635|2153 | 240|2.728 | 3.107 | 3544 | 390 | 4312 | 4734 | 5230 | 559

P 1,021 |1.343 | 1.483 [1.699 | 1.933 | 2201 | 2.409 | 2.670 | 2927 | 3.234 | 3499 | |31 x2" 1.798 262|301 | 3430 | 3915 | 4292 | 4767 | 5.237 | 5801 | 6.291

2" 1.086 | 1.430 | 1579 | 1.810 | 2.060 | 2.347 | 2570 | 2.849 | 3.125 | 3.454 | 3739 | |3'/2"x2'2" | 1962|2558 | 2.87 |3.293 | 3.753 | 4286 | 4.750 | 5223 | 5,740 | 6.362 | 6.87

21" 1152 [ 1517 | 1675 |1.921 | 2.186 | 2.492 | 2.730 | 3.028 | 3.323 | 3674 | 3.979 | |4 x1 1" 1798 | 2.385 | 262 |3.011 | 3.429 | 3914 | 4292 | 4767 | 5237 | 580 | 6.33

2%"(2'PS) | 1.217]1.604 | 1.771 | 2.032 | 2313 | 2.638 | 2.890 | 3.207 | 3520 | 3.804 | 4220 | [4"x2" 1962 | 260 | 2873293 | 3.753 | 4286 | 4.75 | 5223 | 5.740 | 6.362 | 6.87

21" 1.283 | 1.690 | 1.867 | 2.143 | 2.440 | 2.783 | 3.050 | 3.386 | 3.718 | 4.115 | 4.460

25" 1.348 | 1.777 | 1.963 | 2.253 | 2.567 | 2.929 | 3.210 | 3.565 | 3.915 | 4.335 | 4.700 SQUARE WEIGHT PER LINEAL FOOT

23" 1.413 | 1.864 | 2.059 | 2.364 | 2.694 | 3.074 | 3.371 | 3.744 | 4113 | 4565 | 4.941

275" 212" IPS) | 1.479|1.951 | 2155 | 2.475 | 2.821 | 3220 | 3531 | 3.923 | 4.310 | 4776 | 5.181 GAUGE| 18| 16| 15| 14| 13| 12| 1| 10| 9| 8 7

P 1544 | 2,087 | 2.252 | 2.586 | 2.947 | 3.365 | 3.691 | 4102 | 4.508 | 4.996 | 5.421 049 | 065| .072| .083| .005| .100| 120 | .134 | .148 | .165 | .180

3" 1610 | 2124 | 2.348 | 2.697 | 3.074 | 3511 | 3.851 | 4280 | 4.706 | 5.216 | 5.661 | | sizE g 31

31 1675 | 2211 | 2.444 | 2.807 | 3.201 | 3.657 | 4.011 | 4459 | 4903 | 5436 | 5.902 | | %" 301 |.3845 | 4191 | 5555

39" 1.741 | 2298 | 2.540 | 2.918 | 3.328 | 3.802 | 4.172 | 4638 | 5101 | 5657 | 6.142 | |5 384 | 4950 | 5415 | 6118

312" (3"IPS) | 1.806 |2.385 | 2.636 | 3.020 | 3.455 | 3.948 | 4.332 | 4.817 | 5.208 | 5877 | 6.382 | | 467 | 6055 | 6639 | 7528 | 8463 | 9502 | 1.030

35" 1.871| 2471 | 2732 3.140 | 3586 | 4.093 | 4.492 | 4.996 | 5496 | 6.097 | 6623 | |7 550 |.7160 | .7863 | .8940 | 1.008 | 1.280 | 1.408

39" 1937 | 2558 | 2.828 | 3.251 | 3.708 | 4.239 | 4652 | 5175 | 5693 | 6.317 | 6.863 | [1" 634 | 8264 | 9087 |1.035 | 1.169 | 1.321 [1.435 | 1.583

37" 2645 | 2924|3361 | 3735 | 4.384 | 4.812 | 5354 | 5.891 | 6538 | 7.103 | | 17" 717 |.9369 | 1.031 1176 | 1.331 | 1.506 | 1.640 | 1.810

4 3" PS) | 2.0676 | 2732 | 3.021 | 3.472 | 3962 | 4.530 | 4.973 | 5533 | 6.089 | 6.758 | 7.344 | [1.181 7593 | 9962 | 1.098 | 1.256 | 1.426 | 1.619 | 1.769 | 1.955

41 2818 | 3.117 | 3.583 | 4.089 | 4.675 | 5.133 | 5.712 | 6.286 | 6.978 | 7584 | |11/ 800 [1.047 | 1153 | 1.317 | 1.492 | 1.692 | 1.844 | 2134 2715

44" 2.905 | 3.213 13.694 | 4216 | 4.821 | 5293 | 5.890 | 6.484 | 7.199 | 7.824 1" 967 [1.269 | 1.398 | 1.599 | 1.815 | 2.062 | 2.252 | 2.489 | 3.057 | 3.306 3.35

45" 2992 | 3.309 | 3.805 | 4.343 | 4.966 | 5.453 | 6.609 | 6.681 | 7.419 | 8.064 | | 1" 1133 [1.489 | 1675 | 1.882 | 2.138 | 2432 | 2.660 | 2.945 | 3.323 | 3674 | 3.994

41" (4" PS) 3.079 | 3.405 | 3.915 | 4.469 | 5112 | 5613 | 6.248 | 6.879 | 7.639 | 8.305 | |2 1300 [1.711 [ 1908 | 2.164 | 2.461 | 2803 | 3.05 | 3401 | 3.727 | 4118 | 432

45 3.252 | 3597 | 4137 | 4723 | 5.403 | 5.934 | 6.606 | 7.274 | 8.080 | 8.785 | |2e" 1.079 3346 | 3514 4,608

5" 3426 | 3.789 | 4.359 | 4977 | 5.694 | 6.254 | 6.964 | 7.669 | 8.520 | 9.266 | |2 " 1374 | 182 | 2.004 | 2.305 | 2.622 | 2989 | 3272 | 3.628 | 3.978 | 4.398 | 4.761

51" 3.773 | 4174|4802 | 5.484 | 6.276 | 6.895 | 7.679 | 8.460 | 9.401 | 10.23 | [2.170 1439 | 186 | 209|235 | 2.681 | 3.055 | 3.346 | 3.683 | 4.113 | 4.55

534" 3.947 | 4.366 | 5.023 | 5.738 | 6.567 | 7.215 | 8.037 | 8.855 | 9.842 | 10.71 24" 1.472 (1.943 | 2180 | 2.446 | 2.784 | 3.178 | 3.476 | 3.856 | 4.231 | 4.679 | 5.067

6" 4120 | 4558 | 5.245 | 5991 | 6.858 | 7.536 | 8.395 | 9.250 [10.280 | 11.19 | [ 21" 1635|2153 | 240 |2.728 | 3107 | 3.544 | 3.90 | 4312 | 4734 | 5239 | 559

654" (6" IPS) 4554 | 5039|5799 | 6.625 | 7.585 | 8.337 | 9.289 [10.236 |11.384 [12.300 | [ 3" 1962 | 2558 | 2.828 | 3.293 | 3.753 | 4.286 | 4.75 | 5223 | 5.740 | 6.362 | 6.87
31 2.29 3857 | 4399 | 5.027 | 561 | 6.134 | 6.747 | 7.484 | 8.15
4" 2.62 4422 | 5045 | 5768 | 6.46 | 7.045 | 7.753 | 8.606 9.42

NOTE: Rows MARKED IN YELLOW INDICATE SIZES WE ARE CURRENTLY TOOLED TO MANUFACTURE
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SPECIAL STERLING SERVICES OVER 50 MILLION POUNDS OF COIL INVENTORY
e 300,000 square feet of manufacturing and warehousing space e Cold rolled
e Serving customers and industries across the United States, North  Hot rolled plain

America and worldwide. « Hot rolled pickled & oiled
e High frequency welded tubing o Aluminized

e Flexible and responsive production schedule e Stainless steel-400 series

e Cut-to-length, end finishing and special packaging services available e Galvanized

*ID. flgsh rolled or s.carfed .  Commercial quality and A.K.D.Q.
e Chemical and physical certs available e Low carbon, high carbon

e On-Site Metallurgical Laboratory e High streng’éh steels

* Non-destructive testing * Selected low alloy grades

e Tubing produced to ASTM-513 and ASTM-500 specifications

e Customer stocking programs available

MECHANICAL, STRUCTURAL AND PIPE SIZES
Available in gauges from .049 through .180.

1" Round (.065 - . 3/4" Square (.049 - . 114" X3%/4"  Rectangle (.049 - .
11/4" Round (.065 - . 1" Square (.049 - . 17/"x1"  Rectangle (.049 - .
19/16" Round (.065 - . 1.181" Square (.049 - . 2"x1" Rectangle (.049 - .
1 3/8:: Round (.065 - . 11/4" Square (.049 - . 2"x 174" Rectangle (.049 - .
T Round (.065 - . 110" Square (.049 - . 21/"x1"  Rectangle (049 -
1°%/s Round (065 - 13/4" Square (.049 - . 212" x11/2" Rectangle (.049 - .
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1.660" Round (.065 - . \ ] e _
1 11/16" Round (.065 - . 2 Square (.049 - . 3"x1 Rectangle (.049 - .

134" Round (.065 - .
1.9" Round

21/8" Square (.049 - . 3"x 11" Rectangle (.065 - .
065 - . 2.170" Square (.065 - . 3"x2" Rectangle (.065 - .

065 - . 21/2" Square (.065 - . 4"x 117" Rectangle (.072 - .
065 - . Square (.065 - . 4" x 2" Rectangle (.072 - .
049 - .

049 - .

049 - . NPS (1.315 Rd.) 21/," NPS (2.875 Rd.
049 - NPS (1.660 Rd.) 3" NPS (3.500 Rd.
049 - NPS (1.990 Rd.) 31" NPS (4.000 Rd.

822 - NPS (2 3/8 Rd.) 6" NPS (6.625 Rd.

065 - .
065 - .

2 1/4" Round
2 3/8" Round
217" Round
234" Round
27/s" Round
3" Round
31" Round
4" Round
5" Round
6" Round
6 /8" Round
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